FACE OF (E) CONCRETE
PARAPET WALL

CONTINUOUS SEALANT JOINT ALL
4 SIDES OF STL. CHANNEL

STEEL CHANNEL & BEAM,
SEE STRUCT. DWGS. — PAINT
ALL SURFACES

i S

NN

3/8" ALL SIDES
A
<>

| _TOP OF STL. @ 793'—11" __

V.I.F., SEE CLEARANCE
NOTE BELOW

i
|
r
{ —REMOVE (E) CEMENT PLASTER
, FROM FACE OF (E) CONCRETE
, < | PARAPET WALL
.44 |
1
1
| ®— SAW CUT STRAIGHT & UNIFORM
|
I

LINE ALL 4 SIDES OF (N) STL.
CHANNEL. PATCH CEMENT

- S ' PLASTER TO MATCH (E) AND
S = | __Ne PANT

o————— CLEARANCE NOTE:

MAINTAIN 18" CLEAR MINIMUM
TO TOP OF ROOF

PLATFORM SUPPORT @ CONC. PARAPET

SCALE : 3" = 1"-0" AS513

ARCHITECTURAL STANDARD DETAIL
PLATFORM SUPPORT @ CONC. PARAPET
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W.C. ROOF

DATE SCALE
10—-4—-00 3'=1"-0"
APPROVED BY SHEET
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